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1.0 ABSTRACT

A hydrogen-oxygen 1.5 KW fuel cell power pack was built

during Phase I of this contract, utilizing the fuel cell state

of the art at the initiation of the contract. An evaluation of

the power pack was made during Phase II, with respect to

operational characteristics and operational life as influenced

I by environmental and operational conditions. Mater 4.al and

energy balances were made on the power pack. The purpose of

the evaluation was to isolate and define system engineering

research problems.

3 Results of the study are presented.

I
I
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2.0 FORWARD

This is the Phase Il report on the Engineering Research

Study of A Fuel Cell Power Pack. The report was prepared by

the Space and Defense Sciences Department, Research Division of

A1. is-Chalmere Manufacturing Company and is submitted as part

of the contract requirement under Harry Diamond Laboratories

WContract No. DA-49-186-502-ORD-1OS7. Mr. N. Kaplan is the

technical supervisor for Harry Diamond Laboratories.

This report covers the work performed in Phase II from

1 1 July 1962 to 1 February 1963.

The project is supervised by Mr. J. L. Platner, Section

Head and Mr. P. D. Hess, Chief Engineer. Mr. R. Drushella is

Project Manager. The management direction at Allis-Chalmers

includes Mr. W. Mitchell, Jr., Director of Research and

Mr. D. T. Scag, Assistant Director of Research.

I This report was written by R. Drushella and R. Susnar,

IIProject Engineer.
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3.0 INTRODUCTION

II This is the Phase 1I Report of The Engineering Research

Study of a Hydrogen-Oxygen Fuel Cell Power Pack. The design and

construction of the power pack are covered in the Phase I Report.

The Fuel Cell State-of-the-Art as of November, 1961 was the basis

I for the design of the power pack.

I The program consisted of designing, building, and evaluat-

ing the power pack with respect to operational characteristics,

I operational life, materials and energy balance problems as they

are influenced by environmental and operational conditions. The

purpose of the evaluation was to isolate and define engineering

IIresearch problems.

The power pack was housed In a cabinet (Figure 1) and

consisted of four 500 watt, 15 cell modules and supporting sub-

systems. Each module was designed to produce 12 volts at 42

amperes. One of the four modules was provided to supply power

for the supporting auxiliaries. The other three modules were

capable of producing a net power of 1.5 KW at 36 volts. (Refer

to Phase I Report).

Ii Previous to this contract, a large fuel cell system of

I this type had not been operated. Therefore, one of ithe maJfo

I -3-
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H 3.0 Continued

It program tasks was to develop an operational system for study.

Since this was an engineering research program, no attempt was

H imade to optimize the system.

The major areas of the present investigation were:

1. Environmental temperature load tests from

+140o to 12501 at loads varying from transient

to steady state to determine problems associated

with operating the fuel cells and system.

2. Material and energy balance studies of the

system.

J 3. Open circuit voltage studies of the fuel cells.

3 4. Thermal characteristics study of the fuel

cell modules.

* The information for the material and energy balance

3 studies, open circuit voltage studies and thermal characteristics

studies was obtained from the environmental load tests.I
I

I!
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S4.0 SUMARY

fl The Engineering Research Study of a Hydrogen-Oxygen Fuel

Cell Power Pack was performed during Phase II of this contract.

The power pack consisted of four modules of 15 cells each

and the necessary subsystem. Three modules were designed to

supply 1:5 KW at 36 volts with the fourth module supplying

parasitic power for the subsystem.

Environmental load tests were performed in controlled

temperatures from 14°F to 125 0 F. The power pack performed,

iias designed, after modifications of the hydrogen recirculation

system. The modifications consisted primarily of improved

pressure controls and replacement of original valves.

I The maximum continuous power delivered by the power pack

3 was 750 watts at 49 volts. Attainment of designed output of

1500 watts was not possible because of insufficient pumping

3 capacity of the recirculation system which, in turn, limited

the maximum amount of reactant water that could be removed from

S[ the power pack.I Individual modules run singularly in the system were

capable of producing rated capacity of 500 watts at 12.0 volts.

'I



i4.0 Continued

This rated output could be achieved with a major modification

of the recirculation system.

Operation of the system at environmental temperatures

II from +140P to 1250F was achieved without difficulty.

I Materials and energy balance studies were made on the

power pack. A current efficiency, within experimental error,

of 100 percent was measured. Fuel cell and thermal efficiencies

were measured and compared to theoretically calculated values

I and excellent agreement was found.

Open circuit voltage studies were made in an attempt to

correlate OCV to life expectancy and cell performance. No

I definite correlation was found.

I The thermal characteristics of the fuel cell modules

were studied to evaluate the thermal design of the modules. The

studies indicated good temperature management of the module at

all levels of load from no load to overload.

The system performance for the purpose of this evaluation

was adequate. For a practical fuel cell system, simplification

of the moisture control method is desirable. Control techniques

that will eliminate individual cell control are necessary.

-6-
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5.0 FUEL CELL POWER PACK OPERATIONAL TESTS

5.1 System Checkout

This was the first large power pack of this particular

type of fuel cell to be constructed and many experimental

problems were anticipated that would require system modification

before the system was completely operational; as a result,

flexibility was required in the construction of such a unit.

The cabinet-housed power pack provided easy accessibility to

all subsystems, allowing repairs and modification to be made

with a minimum of delay.

After the fuel cell modules had been constructed, each

one was placed on a test stand and manually operated as a check-

out procedure. All of the modules were checked out to assure

that all cells functioned properly and that the module would

meet design ratings. All of the modules performed satisfactorily

and produced the following power. Each module was operated for

about 15 minutes.

Watts Volts Amps 0.C.V.

Mod. #1 528 12.0 44 16.2
Mod. #2 496 12.1 41 17.T
Mod. #3 526 11. 45 I1.1
Mod. #4 416 12.1 41 18.0
Mod. #4A 487 11.9 41 15.9

"-7-
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5.0 Continued

After the fuel cell check-out procedure, the modules were

mounted on the cabinet.

The large number of valves, piping connections and

instruments, presented many opportunities for fuel and oxidant

leaks.

The system was checked out in two phases; the hydrogen

subsystem and the oxygen subsystem.

The hydrogen subsystem check consisted of pressure testing

the supply, exhaust, and recirculation sections. This was done

jj by temporarily breaking and sealing the piping system and pressure

checking to that point. This procedure was continued until the

I entire hydrogen subsystem was checked.

I The oxygen subsystem check consisted of testing the supply

and exhaust sections. The method employed was the same as that

used in the hydrogen subsystem.

I The electrical subsystem was tested to insure that all of

the meters indicated correctly and that the hydrogen valves

functioned properly upon a signal from the cell voltage controller.

L! Upon completion of the subsystem check-out, the system

was put into operation. When the load tests were begun, it

-8-
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5.0 Continued

Iil became apparent that the hydrogen recirculation pump did not

have sufficient capacity to allow moisture removal from all

four modules operating at rated load. When operation above

approximately 500 watts was attempted, the fuel cell per-

formance would decrease due to accumulation of reactant water.

Therefore, moat of the initial environmental load tests were

run with one, two or three of the four modules operating. As

testing progressed, modifications were incorporated that per-

mitted operation of all four modules but at a reduced capacity.

5.2 Environmental Load Test Series

The principle objective of the testing was to find the

problems that developed In the fuel cells or the subsystem

when the power pack, in its entirety, was subjected to operating

temperatures from +140F to 1250F. The tests performed under

these varying environmental conditions were also used for the

purpose of evaluating the following:

1. Material and Energy Balance

2. Open circuit voltage characteristics

3. Thermal Characteristics

A test chamber, which had a controllable environmental

temperature range of -10OF to 1250F within +3O° was used for

-9-



5.0 Continued

tests conducted at other than room ambient conditions. The

chamber was large enough to accommodate three operators and

H the entire fuel cell system and its components. (Figure 39)

11 The first tests were performed at room temperature

followed by tests at elevated and then reduced temperatures.

The reason for this arrangement was that it was believed the

11 room and elevated temperature teats would have les overall

affect on the system. It was anticipated that the lower

temperature test series would prove destructive for the power

pack.

The tests were arranged so that runs would be made at

1250? and then at 340F. This gave a wide range for comparison

of system operation.

There were a total of 48 runs performed on the power pack.

Ll Of these runs, 1 through 40, 47, and 48 were conducted in an

k ambient temperature of 750F, runs 41 through 43 at an environ-

mental temperature of 1250F, and runs 44 through 45 at an

I environmental temperature of 340F and lower.

I ~ The runs between 1 and 23 were conducted for the purpose

of fuel cell and system checkout and familiarizing_ 1...o* etor8

with the system. The data from these runs was used only for the

purpose of studying open circuit voltage characteristics.

-10-



5.0 Continued

5.3 Room Temperature Tests

The room temperature tests were conducted at various

load levels and with either 1, 2, 3, or 4 modules operating.

The load on the fuel cell modules varied from 0 to 4l amperes

under steady state load conditions.

As the testing progressed, it was necessary to make

modifications in the system. These modifications are covered

in the section on System Performance and Problems.

Summarized data of all the load tests is shown in

Table 12. Most of the system "de-bugging" occurred during

LIthe room temperature tests. In reviewing the data it can be

seen that initial system operation was achieved with one module

operating and producing a maximum power of 413 watts at 12.3

I volts (run 5). Starting with Test No. 1T, two module operation

was possible; and, during run 35, a maximum power of 678 watts

I at 22.6 volts was produced.

SThree module operation was achieved during Test No. 36.

However, performance above 678 watts was not possible because

L• of system moisture removal limitations.

Four module operation was achieved during run No. 48.

With a modification in the hydrogen recirculation system that.

S~-11l-
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5.0 Continued

allowed an increased recirculation capacity, a maximum power

[I pack output of 743 watts at 49.5 volts was achieved.

Figures 2, 3, 4 and 11 show power pack performance

with one, two, three and four modules in operation.

5.4 Transient Response of the Power Pack to Changing
Load Conditions

Two modules were used in this test series. The power

pack was subjected to several loads under varying load conditions.

The object of these teats was to study the relationship of time,

current, and voltage.

Since these tests were of short duration, the system

I limitation of inadequate moisture removal did not prevent high

loading of the power pack.I
The fuel cell module was attached to an oscilloscope

and load as is shown In Figure 33. The load was set at some

predetermined value. Then the knife switch was either closed

or opened depending on whether the load was being applied or

i taken from the module. The resulting relationship between time,

voltage, and current was displayed on the oscilloscope where it

VI was photographed by the camera. In this manner, the instantaneous

change in load could be studied. These tests were run at eiirenta

ranging from 20 to 210.amperes which is 500% rated load.

- 12-
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5.0 Continued

The effect of slowly varying the load and changing from

one load level to another during a run was studied during the

course of running environmental load tests.

The results of this series of tests on varying loads are

shown in Figures 12 through 22. Figures 12, 13, and 14 were

recorded when various loads were removed from the fuel cell

allowing it to return to open circuit voltage. Figures 15 through

18 have a time cycle of 1 second and show the transient response

U of the fuel cell when loaded. Figures 19 through 22 have a time

cycle of only 200 milliseconds. These tests were near repeats of

[ those In Figures 15 through 18 and show the equilibrium relation-

ship of the current voltage and time in the milliseconds immedi-

ately after the load was applied.

I These measurements indicated that when a load of rated

capacity, (42 amperes), was instantaneously applied to the fuel

cell, a spike current of 50 amperes (120% rated load) was produced.

In a period of approximately 50 milliseconds the load had leveled

off to rated capacity and the voltage had reached a steady state,

Ii (Fi~ujv 15C, 19C).

When a load of approximately 200% rated capacity was applied

to the cell, the spike current available was approxjmte1y .1j..app•p

-13-
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f5.0 Continued

or 275% of rated capacity. The voltage of the system had ob-

Ii taied a steady state condition in approximately 50 *illlscOde,.

(Figures iTA, 21B).

Recordings 17C and 19B were off scale and were voided.

When a load of 42 amps (rated capacity) was removed ftom

the cell, the voltage recovered to a steady state condition in

approximately 1 second (Figure 12C).

When a load of 100 amperes (2.5 times rated capacity) is

removed from the cells, the voltage recovers to a steady state

Ii condition in I second also (Figure 14B).

1 5.5 Elevated Temperature Load Tests

The entire system was placed in the environmental test

I chamber and subjected to a temperature of 125 0 F. The modules

1, 2 and 4A Were run at 10 and 16 amps in one continuous run*

The tests were run at these low current levels because of

I limitations which existed in the subsystem and not the modules

themselves. These limitations are discussed in detail under

I system problems.

The system was revised for the second high temperature

run by excluding Module No. 2 and No. 3, and running only

- 14 -
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5.0 Continued

Module No. 1 and No. L4A. The test was made at 20 amps for a

period of four hours.

The third test required that the system be set up to

run only one Module, No. 4A, which was tested above 30 amps

for a period of 3.75 hours. (See Figures 5, 6, and 7 for

power pack performance at the above conditions).

Operating the system at this high a temperature required

certain changes in the operating procedure. The major change

jwas in the temperature control system of the modules. The

cooling fans were adjusted to their lowest speed and operated

I continuously throughout each run. This allowed the modules

3 to operate between 1250 and 14OOP. The reason for this modifica-

tion was that the temperature of the modules showed a tendency

I to increase rapidly and go beyond 160OF before the cooling fans

would have a positive cooling effect.

Occasionally, automatic control of a cell would be lost,

5 requiring manual control of the cell until it returned to

normal. This situation occurred only five times in over 20

I hours of operation at 1250F.

During this high temperature operation, no external

heating of the modules was required.

- 15 -
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5.0 Continued

The system as a whole reacted well during the elevated

temperature testing. The only difficulty encountered was the

occasional apparent drying of a cell within a module. This

was not critical and was easily remedied by keeping the oool, na

fans running continuously. This permitted no cell teuperatuare

to get over 1500,.

The pump was performing satisfactorily with no leakage

from the system. The voltage sensing and controller device

required frequent adjustments as operating time at high tempera-

jture increased. The i.ontrollers are sensitive to temperature

change; as the temperature increases, the reference voltage of

I the controller also increased. (Figure 24)

I 5.6 Reduced Temperature Load Tests

3 The sequence in the environmental testing was conducted

with the power pack in a controlled operating temperature of.

1 320 to 35°F.

3 The sequence of runs employed here was the same as that

at the higher temperature.

The tests were performed using three modules at 10 and 15

amps; two modules at 20 amps and one module at 30 amps. (Refer

to Figures 8, 9 and 10 for power pack performance).

- 16 -
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5.0 Continued

One phase of the cold testing included a "cold soak" test

of Modules 1, 2, and 4A. In this test the modules were allowed

to cool down to 250,. When they had reached this level, gas was

admitted and a load was applied. The test was not completad-due

to leaks in the modules. (See System Problems Section).

The testing in an environmental temperature of 340p

and a module temperature of 1500F proceeded with few problems.

The system performed as it was originally designed. The only

problem encountered was in the water removal from the modules.

The laboratory analysis of the water collected during this run

showed an increased concentration of KOH. The quantity increased

tenfold, going from a norm .75 g of KOH per liter to T.9 g of

KOH per liter.

A possible cause of the increased concentration of KOH

in the exhaust water may have been the mechanical removal of.

water from the electrode face rather than evaporation. This

could have a definite limiting effect upon the operational life

of a fuel cell module at this condition.

The system could have been operated at considerably lower

temperatures if the waste heat of the modules could have been

recovered.

- 17 T
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6.0 SYSTEM PERFORMANCE AND PROBLSK

6.1 Performance

The operational load tests performed with the power pack

demonstrated that the design of the power pack was satisfactory

at a load level from 0 - 743 watts. Above 743 watts the

hydrogen recirculation system did not have a sufficient capacity

to remove the product water.

The modules themselves had the capacity to operate at any

level from 0 to 500 watts each and, with modification to the

hydrogen recirculation system, would have supported rated load

of 1.5 KW.

The performance of the fuel cells and the system were

I studied individually and as an integrated power pack. The

performance of both the fuel cells and system were satisfactory

under all of the testing conditions.

I The only problem arising from the fuel cell module was

with the seal between the metal bi-polar plates. The seal con-

sisted of wax impregnated into the asbestos electrolyte vehicle

t (refer to Phase I report). The coefficient of expansion of the

wax is such that when the temperature of the module was reduced

to 340F the seal between the wax and bi-polar plate was broken

and gas escaped from the module. Also, the wax had a high enouigb

18



6.0 Continued

vapor pressure that it had a tendency to vaporize and pass out

of the module with the recirculated hydrogen gas. The wax then

had a tendency to collect in the valves and restrict the flow of

gas. Any excess wax remaining on the electrolyte vehicle before

assembly had a tendency to melt and flow into the gas passages

during construction of the module (Figure 37).

S6.2 Fuel Cell Life

No particular run was designed to study the life of a

fuel cell or module. The life studies regarded here are based

on all of the modules run under all of the various conditions

and loads.I
The hours of operation for each of the modules is as

3 follows:

1. Module 1 - 122.75 hours.

1 2. Module 2 - 73.5 hours.

3. Module 3 - 81.6 hours.

4. Module 4 - 60.9 hours.

t5. Module 4A - 44.5 hours.

The only module to fail was No. 4. Its failure was not a
failure in the true sense of the word. Its capacity degenerated

- 19 -
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6.0 Continued

in power output from 500 watts to 180 watts. This module

experienced severe testing conditions during system famillarixa-
tion and checkout. The severity of operation resulted from the

failure of the valves to control the flow of gas through the

module. This over dried the cells and caused a degeneration

of the modules' output. (See Figure 30)

Module 2 was exposed to a shelf life of seven months.

L This had no effect on the modules' operation when it was tested.

(Figure 28)

Modules 1 and 3 were exposed to varying loads and test

procedures throughout the entire test period without any adverse

3 effects on output (see Figures 27 and 29).

Module 4A experienced most of its operation at elevated

and reduced environmental conditions without any adverse effects.

3 (Figure 31).

From the figures listed above, it can be seen that all

of the modules experienced a limited degree of degeneration. This

was expected, but to make an accurate prediction as to how long a

particular module will last is difficult and can only be

accomplished by performing an extended life test.

- 20 -
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6.0 Continued

6.3 Sletem Problems

There were several problems that arose during the testing

phase. These were primarily with the portion of the system

concerned with the removal of the product water. The pump did

not have a sufficient capacity to circulate enough gas through

the modules to remove the product water. The valves used to

control the flow through the modules were bulky and by their

very nature unreliable. Other components that caused difficulties

were the gas pressure regulators and the voltage controller.

Jj6.4 Recirculation System

The first few tests indicated that the hydrogen recircula-

tion system was not giving a proper flow of gas through the

3 modules or a satisfactory pressure differential across the

module. The existing subsystem employed manually controlled

valves on the inlet, outlet, and bypass of the hydrogen re-

circulation pump. These valves would not compensate for the

full range of fluctuation of gas flow that occurred when the

maximum and minimum number of hydrogen solenoid valves were

open. An analysis and redesign of the recirculation subsystem

provided a satisfactory arrangement that allowed a variable

and controllable flow through, and a differential pressure

- 21 -
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6.0 Continued

across the module. The new design eliminated the three

manually controlled valves and employed an adjustable relief

valve in the bypass around the pump. This allowed the adjustment

of the differential pressure across the modules, which in turn

helped to control the amount of gas passing through the bypass,

if a minimum of the hydrogen solenoid valves were open. This

eliminated the possibility of drawing a vacuum on any part of

the hydrogen subsystem. The revised subsystem is shown In Figure 38

6.5 Recirculation Pump

The diaphragm pump partially performed the task required,

but was very inefficient and had a low capacity. It was the

Ii only type ot pump that could be located, without considerable

development expense, which was of the approximate size and

I maintained a reasonable seal against hydrogen leakage. It was

still necessary to modify this pump slightly by adding gaskets

at the sealing surfaces and by incorporating a new gas inlet

3 fixture.

I After approximately 500 hours of operation, the diaphragm

in the pump failed and had to be replaced. The failure appeared

to be a result of normal wear.

- 22 -
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6.0 Continued

I The state-of-the-art of fuel cell operation, at the

start of the contract, indicated that the amount of excess

hydrogen required to remove the moisture was approximately

five times the amount consumed. The operation of this system

indicates that the amount required is larger under heavy

loading conditions. The pump and piping installed in this

system does not have the capacity to recirculate this re-

quired amount of hydrogen. This imposed a limitation on the

load and the number of modules that could be operated. To
operate a module at rated capacity, it was necessary to operate

only one module at a time. Although this limitation prevented

operating all of the modules as a unit at rated load, it did

I not prevent the evaluation of the system or fuel cells.

6.6 Pressure Regulators

After operating for a few hours, the differential

pressure regulator would not allow a sufficient amount of gas

to enter the system. Also, it would not maintain a constant

pressure on the exhaust side. The differential pressure regu-

lator was removed and returned to the manufacturer for repairs.

1 Upon its return, the repaired regulator was installed in the

system, but failed again after approximately 28 hours operation.

-23-
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6.0 Continued

At this time the differential pressure regulator was replaced

with two standard type gas regulators; one in the hydrogen line

Ii and the other in the oxygen line. The regulator installed in

the oxygen line was a Fisher-Governor Type 67-R and the one in

IIthe hydrogen line was a Fisher-Governor Type 95-L.

With these regulators it was possible to obtain the

necessary flow rate and maintain a constant inlet pressure of

1 9 pounds, ± 0.5 pounds. The subsequent operation of the system

has shown that control to within these limits was satisfactory.

6.7 Valve ModificationI
During the load tests the solenoid valves in the hydrogen

exhaust lines continually failed. These valves failed due to

gas leakage at the inlet collars.

A thorough metallurgical and microphotographic analysis

indicated the cause of failure. There were four distinct marks

on the threads of each collar which appeared to be caused by a

dull four fluted tap. All of the failures occurred along one of

these lines and appeared to be stress failures. A spot check of

the collars on the remaining valves revealed several additional

failures.

This difficulty was eliminated by replacing the damaged

collars and all of the stainless steel fittings in the collars

-2t4 -
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6.0 Continued

with plastic fittings. This allowed a sealing between the

collar and tube fittings without imposing a high stress on

the collar.

The original solenoid valves continued to be a source

of trouble during the operational tests. Some of the solenoids

would receive a signal from the voltage sensor and, in turn,

close. In the closed state, the hydrogen continued to leak

through the valve, causing the cells to become dry. Other

valves, however, did not close after receiving a signal from

the voltage sensor.

The cause of the leakage through the valve was a poor

fit between the gasket and ball. When the valve became warm

from the hot hydrogen gas passing through it, the seal between

the gasket and ball would be lost, resulting in a gas leakage.

The cause of some of the valves not closing was that the plunger

would travel too far and cause a deformation of the valve body.

As this deformation enlarged, it would cause the plunger to

bind and not move freely.

The three way toggle valves, which permitted the monitor-

ing of individual cell flow, worked on the same principle as

the solenoid valves in that they employed a ball and gasket.

- 25



6.0 Continued

They functioned longer than the solenoid valves but lOOq

failed in the same manner. In their case, leakage was from the

system.

Ii In an attempt to solve the problem of repeated valve

failure, four steps were taken:

1. In an attempt to use the original solenoid valves,

two steps were taken. Some of the inlet adapters

were machined to increase the pressure on the in-

ternal gasket. Also, some of the valves were nickel

plated to determine if any failures were due to

corrosion.

2. A commercially available air actuated solenoid

UI valve (Series 250 AE-2, manufactured by Humphrey

Products Div., General Gas Light Company) was

installed on the system to evaluate its capabilities.

This valve does not employ a seal between a gasket

and ball. The gas passage is completely enclosed

between diaphragms.

3. A commercial ball bearing cam actuated valve was

modified to be actuated by a solenoid. This valye

also completely enclosed the gas passage between

diaphragms.

- 26 -L.
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6.0 Continued

4.. A complete manifold block, which contained the

solenoid valves and manifold passages in one

piece, was investigated.

The attempts to modify the existing solenoid and three-

way valves to make them suitable for this service were not

satisfactory. The use of metals with different coefficients

of expansion made it impossible to maintain a seal and ease

of motion over the temperature range which these valves en-

countered. The valves that were nickel plated did not operate

jj satisfactorily because of the change in clearance due to the

addition of the nickel plate.

The tests with the air actuated solenoid valve indicated

that the valve operated satisfactorily.

The ball bearing cam valve which was modified to be

activated by solenoid, also functioned very well.

The possibility of incorporating the solenoid valves

and manifold all in one block as a complete unit for each

module was the most desirable solution. The advantages of this

system were compactness and the elimination of Joints which were

potential leakage areas. However, cost and delivery time pre-

vented use of this method.

-27-
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When all of the factors obtained from the four steps

had been considered, it was decided to replace the valves in

IIthe existing system.

IIThe original solenoid valves were replaced with the air

actuated solenoid valves which were proven to be reliable. The

three-way valves were replaced with a small three-way valve that

worked on the same principle as the solenoid valve with the

diaphragmE;and the flow adjustment valve was replaced with a

stainless steel needle valve that afforded a finer control over

the entire range of flows.1
These valves were arranged in a compact manner and mounted

I on a panel board. There was one panel for each module. The

valves on each panel were then connected by a series of manifoldsii
fabricated from stainless steel tubing. This arrangement made a

neat and compact valving system. These panels are shown in

Figure 23.

After the new valving system had been in operation for

several hours (approximately 100), the three way valves began

to cause trouble. Upon investigation, it was revealed that the

valves were becoming clogged with a foreign compound. Further

investigation revealed that the compound was a portion of the

-28-
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wax which was used on the asbestos electrolyte vehicle as a

sealant. The port I the three-way valve was 6/32 inch in

diameter and had a clearance of 0.040 Inch between the seat

and stem. This opening was so small that the minute quantities

of wax which came out of the cell accumulated in this area and

eventually clogged it. As it was not practical to remove the

cause of the foreign material, and, as most of the data requir-

H Ing the measurement of individual flow was completed, the three-

u way valves were removed. A straight by-pass was used in place

of the three-way valve. The remaining solenoid and needle

I valves were mounted in the same panel (Figure 1).

i The failure of the original solenoid and three-way valves

to form a tight seal in the closed position, resulted in some

of the cells in module number four becoming too dry, contributing

to the failure of this module.

6.8 Voltage Controller

The voltage controller which operates the solenoid valves

as a function of the cell voltage is described in the Phase I

report. During the environmental test, it was observed that the

temperature had an effect on the operation of the controller.

The set point to which the cell voltage was compared would

fluctuate as the temperature changed. The curve in Figure 24

- 29 -
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illustrates the undesirable relationship between temperature

and voltage set point. It is possible to modify this controller

in such a manner that it would not be affected by temperature.

This modification is quIte extensive and expensive. The

controllers used on this system had a manual control on the

set point which was adjusted when the temperature was changed.

There are basic factors that indicate this method of

control would not be compatible with the hydrogen-oxygen

gaseous fuel cell under the extremes of operating conditions

required. These factors are:Ii
1. The voltage controller operates on the principle

I of comparing the voltage of the fuel cell to a

I preset value.

2. The basic principle upon which this control system

I operates is that there Is a distinct relationship

between the voltage and the moisture content of the

cell. This relationship is shown by a typical

curve as illustrated in Figure 25.

The preset values to which the voltage of the cells were

compared were regulated by hand. The difference between the

open and close voltage was 0.04 of a volt. The curve illustrated

- 30-
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in Figure 25 is for one current load on a cell. As the

current drawn from a cell is changed, the curve will shift.

As a result, a family of curves is generated when a cell in

subjected to a varying load cycle, Figure 26.

When a power plant is required to operate over the

extremes of loads (0 to 103% overload) as was required in this

jj application, it is necessary that the values in the controller

be at such a level that regardless of the load, the cell would

IInot be allowed to cross over to the dry side. Previous opera-

tion of hydrogen and oxygen fuel cells had shown it to be most

II desirable to operate on the wet side of the peak. This, in turn,

If required that the controller set values change with the load or

that they be set at such a value that regardless of load, the

r cell would not become dry.

At this time, there was no method of changing the set

values of the controller as a function of the load on the cell.

As a result, if the load was going to fluctuate, the controller

must be manually set at a value so that regardless of the load,

the cell would not become dry.

1. - 31-
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7.0 MATERIALS AND ENERGY BALANCE STUDIES

During these studies, an accounting of the materials

entering and leaving the system was made. Also, an accounting

of the total energy input to the fuel cells and system was made

and equated to the electrical energy and heat energy produced

by the fuel cells and system. The current, cell, and thermal

efficiencles of the fuel cells were calculated from measured

test parameters and compared to their theoretically calculated

values.I
The performing of a materials and energy balance for a

j system of this size at first presented a perplexing problem.

In attempting to calculate materials balance and current

efficiencies from data taken, it was found that data collected

in a single run did not yield accurate results. This was due

to the complexity of the subsystem assemblies where the reactant

water could accumulate and not be removed. This problem was

overcome by utilizing the data taken in an entire series of

consecutive tests and then affecting a materials balance. Thus,

the error due to accumulated and trapped reactants in the system

was small.

Materials balance and efficiency calculations are based

on standard data collected in the process of a normal run. It

S- 32 -
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7.0 Continued

was determined in the process of testing and calculating results

that the original instruments for collecting data had varying

degrees of accuracy. This led to the use of an ampere-hour

meter for the accurate measurement of current produced and a

Gas Wet Test Meter, a totaling device, for the measurement of

hydrogen into the system. These two instruments greatly in-

creased the accuracy of measurement over the previously used

rate meters.

iiThe reactants into, the electrical energy out of, and

the water removed from the system were measured as follows:I
1. Hydrogen gas was measured using a wet test

1 meter. This is an integrating meter with a

measurement accuracy to within 1/2 percent.

2. Oxygen gas was measured using a rate type meter.I
3. Voltage measurements were recorded at set time

intervals.

4. An ampere-hour meter integrated the total ampere-

hours produced.

5. Product water measurements were made by:

a. Measuring the volume of water condensed in

the heat exchanger located in the hydrogen

exhaust line.
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b. Taring the gas drier tank located In

the hydrogen line.

c. Taring the gas drier tank located in the

oxygen exhaust line.

The environmental temperature of the system ranged from

140F to 125°F. However, the temperature of the fuel cell modules

was maintained constant at about 140OF by the temperature control

system.

Individual runs were conducted for varying durations or

I time. The longest of all these runs were Numbers 32 and 33,

which were conducted as a continuous single run lasting a total

of 34.25 hours. The average run considered in this test series

* lasted approximately seven hours.

i Materials and energy balances were not computed for runs

below Number 32 because of the known inaccuracy of data taken.

I Tabular data for the materials and current efficiency calculations

are in Table 1.

The overall reaction of the fuel cell Is:

H2 + 1/2 02 - H2 0 + electrical energy and heat

- 34 -
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Diagrammatically this can be shown as below:

02 E Electrical Energy

in Fuel H2 0 formed
H22

In H waste heat (removed)

7.1 Materials Balance

In calculating the materials balance, the following

ILformula was used:

9 Hydrogen consumed by weight (measured) - weight of water
produced

The reason for using this method is that the hydrogen

input to the system was very accurately measured; whereas, the

I oxygen was not, but stoichiometrically eight parts by weight of

oxygen must combine with 1 part by weight of hydrogen. Refer

to Figure 32 for material balance calculation. The calculation

I shows that all of the materials are accounted for within 1.0

percent.

7.2 Efficiency Studies

Current Efficiency

Current Efficiency (Nc) may be defined by the following1' ~equation:



7.0 ContinuedI1
total ampere-hour output measured

N0  in the external circuit X 100%
theoretical ampere-hour content of

the hydrogen fuel consumed

This efficiency evaluates the ability of the fuel cell

to deliver the theoretical current equivalent of the fuel con-

sumed to the external circuit. Figure 32 shows the current

efficiency calculation using values from Table l.. The current

Sefficiency is shown to be 28.5.

Cell Efficiency

The cell efficiency, Nv, may be defined by the following

j equations.

Electrical energy delivered to
Cell efficiency - Nv - external circuit (measured) x 100%

I (measured) F

where F - Maximum free energy of the fuel into the system.

Actual working
Cell efficiency - Nv calculated - voltage X 10-A

Theoretical voltage

The above efficiency indicates the ability of the fuel

cell to convert the theoretical maximum free energy available.

The calculation for run 48, shown in Figure 32, compare

F! Nv measured to the calculated value of Nv. The measured Nv is

64.3% and agrees within 2.2 percent of the calculated value.
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Thermal Efficiency of the Fuel Cell

The thermal efficiency, NT, may be defined by the

following equation.
measured electrical output

Thermal efficiency - NT - in external circuit x 100
H

where H is the total thermochemical energy input to the

fuel cell.

Figure 32 shows the measured thermal efficiency of the

fuel cells during run 48 to be 53.5%. When the measured thermal

efficiency is compared to the calculated thermal efficiency, the

difference is 1.9 percent.

The calculated thermal efficiency is defined as:

NT calculated = actual working voltage _ _ x 100%
theoretical voltage

System Efficiency

System efficiency, N., may be defined by the equation:

N8  = E net xlO0%
H

where E net = E gross - E auxiliaries

The most efficient system will be one requiring the least

amount of auxiliary power.

S- 37 -
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Figure 32 shows the system eff'iciency of run 48 to be

33.1%.

Since this is an experimental system, no attempt was made

to use a specially designed hydrogen pump or pump motor. Thus,

the system efficiency is lower than would be expected for a re-
fined design.

IIOverall system efficiencies of 48 percent are reasonable

to expect with the system concept.

3
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8.0 OPEN CIRCUIT VOLTAGE STUDIES

The objectives of the open circuit voltage tests were to

observe, record, and evaluate the data in an effort to learn sore

about the behavior of the open circuit voltage. This inforuatiob

was obtained from cells combined into modules and functioning

under the various operating conditions.

The information of Interest was the open circuit voltage

at various stages of operation and under various conditions, such

as:

S1. Before and after admitting gas to the

modules after a prolonged period of

inoperation.

1 2. Immediately before and after and during

i a test run.

3. Upon removal of a load.

4. The affect of temperature.

j5. The affect of time and usage.

The OCV history was categorized into three groups, corres-

ponding to the environmental tests performed at:

1. Ambient temperature.

2. Reduced temperature.

3. Elevated temperature.
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The voltage of each cell within a module was monitored

by attaching an electrical lead from a 15 station selector

switch to the metal cooling fins of each cell within the module.

Attached to the switch was a 0 to 1.5 volt meter. The'motor

U driven selector switch rotated continually and, in turn,

monitored the voltage of each cell within the module. One

of these switch and voltmeter devices served each module.

The OCV of each cell was recorded at the beginning of

every test. On some of the tests, the open circuit voltages

were recorded before the gas was admitted to the cells; midway

Ii through the test, and at the end of the test. The open circuit

voltage was monitored midway through a test by removing the load

and immediately reading the values of voltage and then replacing

the load. The readings at the end of a test were recorded

immediately after removing the load from the module.

With this procedure, the open circuit voltage was monitored

under all the environmental conditions as well as all the operating

conditions to which the modules were subjected.

The time necessary for a module to return to OCV after

H being subjected to loads of various values from partial to

overload condition was determined by attaching an oscilloscope

in a module electrical circuit as illustrated in Pigure 33.

- 40 -



8.0 Continued

To determine the •effect of pressure, gas was admitted to

the module at 1 pound per square inch gage pressure and the

voltage of the module recorded. The pressure was increased by

1 psig increments to 10 psig. The voltage at each increment

was recorded. The test was conducted at a temperature of 80

i degrees fahrenhiet. The results of the test are shown In

Figure 34.

After a prolonged period of inoperation and isolation

Sfrom a gas supply, the open circuit voltage of any given cell

would decrease to some value between zero and maximum.

However, voltage of the cell would immediately increase

to its maximum value upon admitting gas, at operating pressure,

to the cell. The rate of increase varied with each cell. Some

of the cells would reach their maximum instantaneously, and others

would take several minutes.

[i It was observed upon several occasions that when a cell

was in a relatively dry condition when shut down, its open cir-

I cuit voltage would be reached rapidly and attain a somewhat

higher value than normally, when gas was admitted to the cell

again. If wet when shut down, the OCV would be attained slowly

and attain a slightly lower than normal value when started -up.

-41-
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The open circuit voltage of the modules before and after '

tests is shown in the tables of condensed data; Tables 3, 4,

H 5, 6 and 7. Runs number 22, 30, and 32, show open circuit voltages

taken during a run. Runs number 1, 19 thru 22, 25, 27 thru 32,

35, 38, and 39 show open circuit voltages taken at the end of a

run. All of the tests show the open circuit voltage at the

start of the run.

I The open circuit voltages taken during a run indicati

i that it recovers very fast and to very near the voltage prior

to the start of the run; (Table 8).

I The information, as plotted in Figure 34, indicates that

I the open circuit voltage is affected by pressure. As the pres-

sure was increased, the OCV increased, and as the pressure was

I' decreased, the OCV decreased. The degree of change varied with

each module, but the direction of change was the same.

The comparison of open circuit voltages taken on the

initial runs to those taken on the last runs indicates that time

and use cause very little depreciation of the open circuit

-ivoltages (Table 9).

I Module No. 2 was operated on its initial check out, run B,

and then allowed to stand idle until run No. 32. This was a--

period of six months. During this prolonged period of standby,
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the module was subjected to all of the environmental conditions

imposed on the operating modules. As is shown in the data,

time alone has very little affect on the open circuit voltage.

Module No. 1 was subjected to heavy use during the Phase 11

testing. The results of the data, as shown in Table 3, Indicate*

use, under a range of environmental conditions, also has little

affect on the open circuit voltage.

The effects of temperature on the open circuit voltages

are illustrated by the data from run 29 in Tables 3 and 5. The
increase of temperature from 750 to 1350 changed the open circuit

Iivoltage from 15.6 to 15.8 in module one and from 15.9 to 16.1 in

module three. This is only a change of 0.20 volts for 15 cells.

The analysis of data and observations of the modules under

3 test conditions has led to the following conclusions.

3 The open circuit voltage will always decrease when the

supply of gas is cut off from the cell. It is felt that this

I is caused by a slight amount of internal electrical leakage

between the electrodes. The rate of decrease of the voltage

I apparently is a function of the moisture content of the cell$

11 when shut down. The moisture content of the cell, when shut

down, affects the rate of recovery and has a definite effect

on the value of the new open circuit voltage. If a cell Is wet.,

the open circuit voltage will not attain a value as high as

L -4 -
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normal; and conversely, if it is dry, it will attain a voltage

higher than the normal open circuit voltage. As soon as the cell

is operated and brought back to normal moisture content, the

open circuit voltage will return to its normal value.

There has been no indication that the mois 're content

of the cell, when shut down, has any relation to tho level to

which the open circuit voltage decreases.

The environmental conditions or the loads imposed upon a

cell do not have any apparent effect on the rate of decrease or

the final value of open circuit voltage reached.

Upon allowing gas to enter the cells, the open circuit

voltage will recover to near its previous value. The rate of

recovery does not depend upon the previous environmental or load

conditions.

The removal of a load from the cell will allow the

voltage to recover immediately to the normal open circuit value.

The open circuit voltage of a cell with the gas supply attached is

not affected by previous loading or environmental conditions.

An inoperative storage period of 6 months, with a tempera-

ture range of 1250F to 1lOF did not have any effect on the open
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Ii circuit voltage of the cell. The extensive operation of a fuel

cell under varying load conditions for a period of at least

8 months did not cause any noticeable change in the open circuit

jf voltage. Also, operation under environmental conditions of

1250F to l4OF had little or no affect on the open circuit voltage.I
The open circuit voltage of a cell increased with pressure

and temperature.

Little is known in regard to the possible correlation of

OCV and the life expectancy and performance of an individual

cell and module. Although the data obtained was extensive, it

was not conclusive enough to make these correlations.

Ii
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9.0 THERMAL CHARACTERISTICS OF THE MODULES

The objective of observing and recording the temperature

distribution within a module operating under various environ-

U mental conditions was to evaluate the present design for control

of temperature and removal of waste heat from the cells.

One of the functions of the metal bi-polar plates is

to transfer the heat from the inside of the cell to the cooling

fins outside of the cell where it is then transferred to the

surrounding air. (Refer to page 7, Phase I report). Air is

forced over the surface of the cooling fins by a fan that is

located relative to the module as shown in Figure 35.

Temperature distribution data was taken to determine

the temperature distribution over the surface of the electrode.

This was done by locating five iron-constantan thermo-couples

at different locations as shown in Figure 36. The temperature

of the cell was raised to 150OF and operated. The temperature

of each thermocouple was monitored and recorded. Other data

was taken to determine the temperature gradient across a module.

This was done by placing an iron-constantan thermocouple in

each cell. The temperature of each cell was monitored under all

ambient and environmental operating conditions.

The results of the test to determine the temperature

gradient across the surface of the cell are shown in Table 10.

The location of the thermocouples referred to in this table

are shown in Figure 36.
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This data shows that a temperature gradient across the

surface of a cell is very small and insignificant when the cell

Is operated at its rated load. As a result of this information

only one thermocouple, located in the end of each cell, was used

to determine the temperature gradient across the module.

The results of the data taken in two typical runs spaced

throughout the testing phase, 26 and 48, are shown in Table II.

These results show that the temperature across a module is uniform.

The deviation of any one cell from the norm is not more than 3

degrees. Some tests were performed where the modules were not

heated with the heating pads prior to the test. It was possible

U to operate the cell starting at room temperature and allowing

them to rise to operating temperature from their own waste heat.

Starting operations at room temperature necessitated using a

large flow of gas to remove the by-product water. This coupled

with the fact that as the module rose in temperature, the amount

I of gas necessary to remove the same amount of water would vary,

requiring that the flow rate of hydrogen through the module be

continually adjusted. These adjustments required close super-

vision of the system by the operator until the module was up to

operating temperature, 1500F, before it could be put on automatic

control.
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The operation of the system In an environmental

temperature below 30°F required that the modules be insulated.

This was necessary because the module would lose heat at such

a rate that it would fall below the required operating tempera-

ture.

The tests have proven the design of the fuel cell module

in respect to heat removal and temperature control.

The most desirable method of starting the modules is to

heat them to operating temperature before the beginning Of

I operation.

3 The operation of the modules in an environment of reduced

temperature necessitates that some method be employed to con-

I serve enough of the waste heat to maintain the module at

operating temperature.

I

I?
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10. CONCLUSIONS

The tests conducted under Phase II of the DOPL contract

show that the fuel cell power pack operated satisfactorily under

various conditions.

The degree of successful testing was directly related

to the reliability of the supporting subsystems and their com-

ponents. The major cause of inoperation or test shutdown was

the failure of one or the other subsystems or of their components.

Testing was rarely impeded by the fuel cells themselves.

The fuel cells dissipated all of their waste heat to the

surrounding atmosphere under all of the test conditions. In the

course of dissipating this waste heat, they were also able to

maintain an even surface temperature as well as an even tempera-

ture throughout the module.

The testing at ambient, reduced, and elevated temperature

showed that a variable environmental temperature of 140p to

1250F has no apparent effect on the fuel cells or the reactions

occurring in them. However, the subsystem and its components

are definitely affected.

The materials balance and efficiency studies have shown

that the current efficiency is 98.5 percent, or essentially

- 49 -
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100 percent within experimental error. The measured fuel cell

efficiency and the thermal efficiency agree to within 2.0 per-

cent of their theoretical values.

If a system of this type is to operate at temperatures

lower than about 200F, further steps will have to be taken to

conserve the waste heat from the fuel cells. It will be

necessary to use this waste heat to warm the system so that the

by-product water removed from the fuel cells will not freeze

before it is collected and ejected from the system.

The basic principle of the system and its components with

the exception of the hydrogen recirculation pump and the moisture

control mechanism will operate satisfactorily under any of the

conditions tested. The basic problem areas with the system were

the hydrogen recirculation pump and the moisture control mechanisms

and its related valving.

The hydrogen recirculation pump used was a diaphragm type.

This pump did not have a sufficient capacity and was inefficient.

The control mechanism, as employed in this application,

has four inherent characteristics that make it lesi than satisfactor

for this type of application. The basic principle upon which this

mechanism operates is that for any given load, the relationship

between the moisture content of the cell and Its voltage be re-

peatable. It requires that the voltage limits, between which the

solenoids operate, be manually adjusted for every large changi in
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load applied to the fuel cell. Also, it requires that the Valves

regulating the rate of hydrogen passing through the cell be

manually adjusted with a large change in load on the cells. One

of the most cumbersome is the requirement for a large number of

valves.

Time, service, and storage at environmental temperature of

140 to 125OP have little or no affect on the open circuit

voltage of the cells. The fuel cells can be operated in this

same range of environmental temperature providing they are main-

Ii tained at a temperature which will permit the excess hydrogen

to remove the by-product water.

The complexity of this system indicates that a more corm-

I pact system with a less complex mode of operation be developed.

i Maximum system performance was not possible because of the un-

reliability of the numerous components. Rather than spend the

effort and time required to develop reliable components, It

seems far more logical to develop a fuel call system which

I doesn't require a massive or complex subsystem.

Such a system would not require a recirculation system

or a voltage regulated purge control for moisture removal. It

[] would, in fact, be a static system.

An alternative of this would be a system which would have

a continuous recirculation of gas through the fuel cell. The
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moisture content of the cells would be maintained by precondition-

Ii ing the gas going into the fuel cell. The preconditioning would

Fi actually be a partial saturation of the gas with water. This

would then restrict the amount of water the gas would be able to

remove from the electrode face. An appropriate name for this

type of system would be Vapor Pressure Control. This system

would not require the numerous regulating valves but would have

a continuous recycling of the hydrogen gas.

Initial research studies of these systems were commenced

I about a year ago with laboratory modules being built and tested.

These systems are known as the Allis-Chalmers Static Fuel Cell

System and the Allis-Chalmers Vapor Pressure Control Fuel Cell

System.

In the event of any future hydrogen-oxygen fuel cell

contracts, it is recommended that the work be done on either of

these two new systems. This is because of their inherent

simplicity in comparison to the mechanical complexity of the

I P system which was used under this contract.
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i TABLE 1

Tabulated Values for Materials Balance and Current Efficiency

Calculations

Hydrogen Theoretical
No. of Run Ampere consumed H20 cc H20 formation
Mods. No. Hours in grams collected based on gas

Room Ambient Temperature Runs

32
2 33 12,885 505.9 4, 703 4, 553.1
a 34 3,091 120.6 937 1,085.3
2 35 %,160 212.8 1,000 1,915.0
3 36 3,155 109.0 737 981.0
1 37 2,070 72.1 1,027 648.8
1 38 1,890 79.3 675 713.7

t 1 39 1,830 56.8 430 511.2
1 40 1,980 71.5 760 643.5

Runs at 125" F

3 41 2,700 110.3 1,157 992.7
a 42 2,400 99.1 845 892.0
1 43 1,620 64.2 576 577.8I

I Runs at 34* F and lower

3 44 3,471 95.6 940 860.4
2 45 3,960 151.4 1,277 1,363.0
1 46 2,190 96.6 734 869.0

Sum Total 48,402 1,845. 2 15, 798 16,606.5

750

16, 548

* A comparison of the theoretical water formation based on gas
consumption and that volume which was actually collected shows a
shortage of 795 cc of water. After the last test had been completed
the system was allowed to stand, with all valves and pipes open. This
permitted all of the excess water to accumulate. The final additional
amount collected was 750 cc.



TABLE 2

TABULATED EFFICIENCIES

Run Current Fuel Theoretical Theoretical
Number Efficiency Cell Fuel Cell Thermal Thermal

32 103.0% 71.0% 69.2% 59.25s% 57.6%

H 37 106.5 67.3 63.4 55.9 52.8

42 103.0 66.5 65.0 55.3 54.0

48 97.2 64.3 66.5 53.5 55.4

i
I
I
i
I
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TABLE 8

Comparison of Open Circuit Voltages During Operation

Open Circuit Voltage
Initial Mid-Run Final

Run 22 Module 1 16.3 15.7 15.6
2

3 15.8 15.4 15.0

Run 30 Module 1 16.0 15.5 15.4
2

3 16.0 16.0 15.2

Run 32 Module I
2 15.8 15.2 15.0
3

TABLE 9

Comparison of OCV at Beginning, Mid-term and

Completion of Testing

Run No. A B D E 15 16 17 32 37 47

Date 5-4-62 5-5-62 6-1-62 6-6-62 9-19-62 9-21-62 9-28-62 11-19 1-2-63 1-30-63
Mod. 15.86 15.8 15.5

1
Mod. 17.08 16.1 16.1

2

Mod. 17.13 15.8 16.63
Mod. 16.82 15.41 1

4AMod 15. 9 16.0
4A



TABLE 10

Temperature of Five Points on the

Surface of a Fuel Cell

Temperature on Cell Surface

Current Thermocouple Position

Time Amps A B C D E

1600 42 156 156 156 156 157

1800 41 164 165 164 165 163

2000 40 156 156 156 156 156

2200 40 156 157 156 157 156

2400 40 153 153 153 153 152

I
TABLE 11

Temperature of Cells within a Module
Cell Number

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

Run Mod.
No. No.

26 1 155 155 155 155 155 155 155 155 155 155 155 155 155 155 155

3 140 140 140 140 140 140 140 140 140 140 140 140 140 140 140

48 1 135 135 135 135 135 135 133 133 133 133 133 133 134 133 135

S2 145 146 145 145 145 145 146 144 144 145 145 145 145 146 145
•3 150 150 ISO 150 149 149 149 150 149 150 150 150 150 149 149

4A 148 148 148 419 150 150 149 149 149 150 150 150 148 148 149
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FIGURE 32

Run No. 48 15 Amps
4 Modules

750 F

tl Amperes Time in ,rs. Amp-Hr.

10 1.25 12.5

14 0.5 7.0

ii15 5 75

6.75 hrs 94.5 a-hU
Avg Voltage 49.03 volts

I Fuel Consumed 749 ft 3 of H2
63.4

Mpv_Sg - R21.7 psi -1121/760 m iHg

63.4 ft 3

35.3144 tt3  - 1,795 liters
1121

(2)( TW)(1,795) R - 0.08205 liter atom

(0.08205)(295.1) 0 Mole

I 5 5320 T - 273.1 + 22 0C 295 0 R

24.2

I - 219.5 g H2

- 219.5 0.484 lbs H2
1453.4 g/lb

S~(1)

I,



Ii PFigure 32 (continued)

I iI Measured Current ftC. Cale.Ne ,Elect1.. Es,. out (measured,) 0
') iTheor. Eng. Content or Fuel Cons. (measured) x 100%

lI SP out . (94.5 h ) (60 cells)

[1w 5670.0 A - hr

EF in - 219.5 g 1H2
0.03T6 g H2

A - hrU" Nc -5670

5670 x 100% - 97.2 %584o

Measured Fuel Cell Efticiency

NFC (V) (A) (hr) x 100%
(14,900 T ) (lb H2)

( 49.03) (94.5)
(14,900)(o.F8) X 100% . 64.3 %

Measured Thermal Efficiency

NT (419.03) (94-5) ~10 35x 100% 53,50
(17,900)(0.484)

(2)

[.

A



Figure 32 (continued)

3 Theoretical Fuel Cell Efficiency (assuming 100% Current erf.)

49.0
j)C - 95 - x 100% a 66.5%

1.23

(i Theoretical Thermal Eff.

I! NT . (66.5) (14.9 a 55_4%
17.9

lI System Efficiency for thls run

As measured:

No a Net Power, out of system x 100%
Gross power produced by cells

a (49.03 volts)(15 amps) - 492 watts x 100%
(49.03) (15)

- T36 - 492 x 100%
7W3

- 244 x 100% - 33.1%

Material and Current Efficiency Calculation for combined runs on Table 1

(All values from Table 1)

Measured amps hours 4 8,4t02 a-h

Measured H2 in grams = 1,845.2 g

Measured H20  out in grams a 16,548.o g
Theoretical H20 in grams = 16,606.5 g

(based on gas consumed)

i(3)



U Figure 32 (continued)

Measured Current Efficiency Caloulation

¶ out F = 48,401.6 amp hours measured out

in a 1,845.6 g H2
•.0376 g of H2/amp hr

= 49,069 a-h

NC• 48,401 6 x 100% 98.631

Materials Balance for the combined test series.

9 (measured H2 ) - H20 collected

9 (1,845.2 g) - 16,606.8 g H20

I theoretical - actual -

16,606.8 - 16,548.0 - 58.8 g H20

58.8 a x 100% = .45%
16,548.0 g

There is a .45% deviation between the measured material in and the
"j measured material out of the fuel cell system.

(4)
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ALLI-C HLME.~Z~DOFL air-cooling system for module.
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